
ADAPTABILITY & PRECISION 
CALIBRATION GAUGES FOR CHEMICAL INJECTION SYSTEMS by KENCO

FEATURING NEW AccuRate® PRECISION PUMP SETTING GAUGE
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Gauge Model Number:
PSG0180
PSG0404
PSG0720
PSG1620
PSG2880

• Example Order Number:  PSG0180-S-V-GPH
•  Please contact Kenco to request a quote for options not covered by    

gauge specifications shown above.
• For a Redline glass strip, add - RL to end of part number.

End Plate Material:
S = 316 Stainless Steel
P = PVC
Other (Please specify above)

O-ring Seal Material:
A = Aflas
B = Buna-N
E = Ethylene Propylene
V = Fluorocarbon
T = FEP 

Calibration Scale:
USG = U.S. Gallons by Volume
GPH = Gallons Per Hour
GPD = Gallons Per Day
LPH = Liters Per Hour
LPD = Liters Per Day

ORDERING SYSTEM   
AccuRate® Pump Setting Gauge

REqUESTED By:                                                                               COmPANy:                                                                                                 

ADDRESS:                                                                   CITy:                                                    STATE:                             zIP:                             

PHONE:                                                          FAX:                                                                EmAIL :                                                                 

AccuRate® PUMP SETTING GAUGE SPEcIfIcATIONS
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Accurate® PUMP SETTING GAUGE SPEcIfIcATIONS



CALIBRATION POTS

APPLICATIONS:  

Calibration Pots provide an accurate pump calibration of higher pump 
flow rates. The totally enclosed construction assures maximum safety. 
The gauge is installed between the suction side of the chemical pump 
and the tank. the pump rate is checked by closing the valve between 
the tank and gauge and observing the level change in the gauge for one 
minute.

EQUIPMENT FEATURES:

•   Design utilizes a tank with shielded tubular gauge for maximum protec-
tion from glass breakage

•   Provide a means for accurately checking the feed rates of a chemical 
metering pump

•   Manufactured in PVC, Carbon Steel and 316 Stainless Steel as stan-
dard materials. We can provide other materials to meet your chemical 
resistance requirements.

•   Individually hand calibrated to assure maximum accuracy
•   Customization is always an option, give us your design criteria and we 

will design a gauge to fit your needs and specifications

cALIBRATION POTS fOR cALIBRATING cHEMIcAL PUMPS

cOMMON APPLIcATION

CalibratiON POtS availablE with 
flaNGEd Or thrEadEd CONNECtiONS
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Calibration Scale
GPH = Gallons Per Hour
LPH = Liters Per Hour
GPD = Gallons Per Day
LPD = Liters Per Day
GBV = Gallons By Volume
LBV = Liters By Volume

•  Other Scale Options Available.  
Consult Factory For Options.

Seal Material
V = Fluorocarbon
A = Aflas
B = Buna-N
T = FEP Encapsulated Silicone
E= Ethylene Propylene 

•  Other Seal materials Available.  
Consult Factory For Options.

Material of Constuction
CS = Carbon Steel
SS = 316 Stainless Steel)
Other (Please specify)

REqUESTED By:                                                                               COmPANy:                                                                                                 

ADDRESS:                                                                   CITy:                                                    STATE:                             zIP:                             

PHONE:                                                          FAX:                                                                EmAIL :                                                                 

ORDERING SYSTEM 
Calibration Pots 
 

cALIBRATION POTS
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Gauge Model Number

• Example Order Number: 15844-SS-T-LPH  
• Please contact Kenco to request a quote for options not covered by gauge specifications shown above.

cALIBRATION POT SPEcIfIcATIONS

15842  15849    15856  15863 
15843 15850  15857 15864
15844  15851  15858 15865    
15845  15852 15859 15866
15846 15853 15860 15867
15847    15854 15861
15848   15855 15862



DRAw DOwN CALIBRATION CYLINDER

APPLIcATIONS:

•  To calibrate the flow rate of chemical metering pumps and chemical injection systems

•  To periodically monitor the performance and accuracy of a chemical injection system

•  To insert accurate dosages of chemical into batch processes

fEATURES: 

•  Dual Scale: 
 1.  Total gauge volume in millimeters
 2.  Gallons per hour scale for a one minute test of calibration to determine flow rate

• Mylar laminated scales are protected from attack by harsh chemicals

•  Available in capacities ranging from 60 ML up to 10,000 ML 

•  Models with threaded NPT connections on both ends and models with removable slip on  

top caps available

• Rugged construction using transparent PVC pipe and industrial grade PVC fittings

•  Sight tube material is clear and impact resistant superior grade PVC 

•  Materials of construction are qualified to handle a wide range of chemicals  

• Special sizes available upon request

• Other materials also available

cOMMON APPLIcATION
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DRAw DOwN cALIBRATION cYLINDER GAUGE SPEcIfIcATIONS

DRAw DOwN cALIBRATION cYLINDER
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7000 RATE GAUGE
wiTh 3/4” TEST VALVE
connEcTion
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5700 RATE GAUGE  
wiTh  1/2“ connEcTionS 

INJECTION RATE GAUGES

5700, 7000 aNd 17000 SEriES GauGE SPECifiCatiONS

The armored design of the gauge offers maximum protection for the sight 
tube from mechanictal impact. Three sides of the gauge are protected with 
a metal frame, while the face of the gauge is protected with an impact 
resistant polycarbonate shield. This shield can be custom calibrated 
to read tank volume or any other desired calibration. A wide variety of 
wetted materials and seals are available to ensure compatibility with 
whatever fluid is being used. For mounting purposes, a mounting lug is 
welded to the back of the gauge.

The 5700 rate gauge has 1/2” MNPT x 3/8” FNPT threaded process 
connections. 1/2” to 2” flanged process connections are also available. 
The standard sight tube is 5/8” O.D. glass. Other sight tube options are 
also available upon request.

The 7000 Injection Rate Gauge is of the same construction as the 5700 
gauge but is provided with a spring-loaded test valve similar to the valve 
supplied on the 779 Drum Gauge. The test valve is used to isolate the  
chemical supply tank from the gauge to conduct a one minute calibration 
test for the chemical pump.

The 17000 rate gauge is fitted with 1” MNPT process connections 
(flanged process connections are also available). The standard sight tube 
is 1” O.D. glass, which makes it ideal for viscous liquids. 

SPECial GauGE aPPliCatiON - ChEMiCal 
iNjECtiON SyStEMS
 
5700, 7000 and 17000 gauges are used to calibrate chemical injection 
systems. The injection rate of a chemical metering pump is checked by 
closing a valve between the gauge and the chemical storage tank and 
observing the change in fluid height in one minute. Using the rate scale 
on the front of the polycarbonate shield, count the number of marks the 
fluid level passed during the one minute test period. This will give you 
the actual chemical pump rate. If the rate is not the one desired, make 
an adjustment to the chemical pump feed rate, and conduct as many one 
minute tests as is necessary to set the chemical pump to the rate desired. 
If a higher pump rate is required, the test period can be shortened to 30 
seconds or 15 seconds or lengthened to a 2 minute test.

The 5700, 7000 and 17000 series gauges are armored rate setting gauges with nPT or flanged connections at each 

end. These gauges provide a visual means for setting and monitoring the pump rate of a chemical metering pump. The 

gauges operate in low to medium pressure applications.

17000 RATE GAUGE
wiTh 1“ connEcTionS 

5700 Rate Gauge with 
Optional Flange Connection

,

Now Available
with all Standard

Shield Options
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Material of  Construction* 

C= zinc Plated Carbon Steel
A=Stainless Steel 
W=  316 Stainless Steel Wetted 

Parts w/Carbon Steel Frame
PC= PVC Wetted Parts w/Carbon 

Steel Frame
PS= PVC Wetted Parts w/

Stainless Steel Frame
Other (Please Specify) 
 •  For flanged models, select 

options C, A, PC or PS only

Seal Material

V=Fluorocarbon 
A=Aflas
B=Buna-N
T= (5700 /7000) PTFE 

(17000) FEP Encapsul-
ated Silicone

E=Ethylene Propylene

Shield Options**

L=Clear Polycarbonate
H=Height Scale 
RH=Rate Height Scale 
mH=metric Height Scale 
mRH= metric Rate Height Scale
m=Expanded metal

    • Example Order Number: 5700-52-A-T-RH-GS-ATm-110-NS  
    * PC & PS option not available on 7000 series injection rate gauge
  **  See page 8 or visit www.kenco-eng.com for shield descriptions
*** Based on application data provided, Kenco will select the appropriate sight tube material, i.e. high pressure glass.

 

ORDERING SYSTEM   
5700, 7000 & 17000 injection rate Gauges

flange Option 

N=None (Leave Blank)
FL50=1/2” Flange 
FL75=3/4” Flange 
FL1.0=1” Flange 
FL1.5=1 1/2” Flange 
FL2.0=2” Flange

Overall length of  
Gauge (inches)
 

Sight tube Options***

GS= 5/8” O.D. Glass (5700/7000) 
1” O.D. Glass (17000)

RL= 5/8” O.D. Redline Glass (5700) 
1” O.D.Redline Glass (17000) 
 

Maximum working  
Pressure (PSiG) 

Maximum Operating 
temperature (°f)

Steam

S=Steam Application
NS=Non-Steam Application

5700 RATE GAUGE

17000 RATE GAUGE

7000 RATE GAUGE

Gauge Style

5700=  Gauge w/ 1/2” mNPT 
Connections

17000= Gauge w/ 1” 
mNPT Connections

7000= Gauge w/1/2” mNPT 
Connections & Test 

             Valve with 3/4”, & 1/4”
             mNPT Connections
•    Flange not available for     

7000 gauge

REqUESTED By:                                                                               COmPANy:                                                                                                 

ADDRESS:                                                                   CITy:                                                    STATE:                             zIP:                             

PHONE:                                                          FAX:                                                                EmAIL :                                                                 



DRUM GAUGES
MODELS 596, 599, 779, 787, 810

APPLICATIONS:

KENCO Drum Gauges are an important part of a chemical injection skid. Drum Gauges are used to measure 
the liquid level inventory in horizontal 55 gallon chemical storage tanks. In addition, several models come 
complete with a test valve to set the injection rate of a chemical metering pump. 

FEATURES:

•  Volume Scale is calibrated in Gallons and Liters
•  Chemical injection rate scale is calibrated in Quarts/24 Hours and Liters/24 Hours
•  Available in a wide range of materials for ultimate corrosion resistance
•  Models available to accomodate diaphragm operated pumps
•  Can handle pump rates up to 19.5 gallons or 74 liters per day
•  Installs easily in 3/4” NPT outlet of drum head
•   Adjustable steel gauge markers for easy calibration

THE ONE MINUTE TEST (using a 779, 810 or 599):

To check the pumping rate of a chemical pump, depress the valve handle (or close the ball valve on Model 
599). This will isolate the level gauge from the storage tank. Hold the valve closed for one minute and 
observe the change in level on the scale cast inside the gauge frame. The scale on the left hand side of the 
gauge glass is calibrated in quarts per 24 hours and the scale on the right is calibrated in liters per 24 hours. 
The rate observed is the actual chemical pump rate. If the rate is not the one desired, make an adjustment 
to the chemical pump feed rate and conduct as many one minute tests as is necessary to set the chemical 
pump rate to the rate desired.

REqUESTED By:                                                                               COmPANy:                                                                                                 

ADDRESS:                                                                   CITy:                                                    STATE:                             zIP:                             

PHONE:                                                          FAX:                                                                EmAIL :                                                                 

ORDERING SYSTEM   
drum Gauges

O-ring Seal Material:
A = Aflas
B = Buna-N
E = Ethylene Propylene
VI = Fluorocarbon
T = FEP 

drum Gauge Style
596
787
599
779
779-KS
810

wetted valve Material*
CS= Carbon Steel (Leave Blank)
S = 304 Stainless Steel
PB = PVC
Other (Please specify above)

Optional
None (Leave Blank)
V = 1/4” FNPT Vent

druM GauGE rEPair KitS
593-K = Drum Gauge Glass Repair Kit for gauges without a vent connection 
593-KV = Drum Gauge Glass Repair Kit for  gauges with a vent connection
DGOS-RK = Drum Gauge O-Ring Seal Repair Kit for gauge glass only on gauges without vent connection
DGOS-RKV = Drum Gauge O-Ring Seal Repair Kit for gauge glass only on gauges with vent connection
943-K = Seal Repair Kit for test valve on model 779, 779-S, 779-KS, 779-KS-S, 810 & 810-S 
O-RING SEAL mATERIAL OPTIONS=Kits are supplied with Aflas O-ring seal material as a standard. Specify other seal materials  
using options shown above. (Example: 593-K-V)

P-598 for 596
P-1093 for 596-PB
P-598-8 for 787
P-6434 for 599

P-1208 for 779
P-6977 for 779-PB
P-1048 for 779-KS
P-1210 for 810

  * PB option not available on all models
** For 304 SS valve assemblies, add a -S to the part number.
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valvE aSSEMbliES fOr druM GauGES**

NEw

ADjUSTABLE 
STEEL GAUGE

MARkERS



DRUM GAUGE OPTIONS

596 druM GauGE
mounts in the 3/4” outlet of a horizontal 55 
gallon drum. The glass sight tube is protected 
by a cast aluminum frame which is calibrated in 
gallons and liters, indicating the liquid content of 
the drum.

OPtiONal vENt 
CONNECtiON

779 druM GauGE
Comes complete with a spring loaded test 
valve for checking injection rates of chemical 
pumps. This gauge also mounts in the 3/4” 
tank outlet and indicates tank volume in gallons 
and liters. The connection for the chemical 
pump suction line is 1/4” mNPT and is located 
as shown in the photograph.

779-Pb druM GauGE
Has a heavy-duty PVC head with a push-pull test 
valve. The Drum Gauge frame is our standard cast 
aluminum. There is a brace to support the weight 
of the gauge that is connected to the top of the 
drum rim and it also stabilizes the gauge from 
lateral movement. It has a 1/4” female NPT outlet.

599 druM GauGE
Supplied with a 3/4” ball valve which 
when closed provides a means for 
checking the pump rate of a chemical 
pump. The connection for the chemical 
pump suction port is 1/4” FNPT and is 
located on the front of the mounting nipple.

The Drum Gauges can be 
vented to atmosphere. 
These gauges can be 
supplied with a 1/4” FNPT 
connection to vent the 
gauge back into the tank. 
To specify gauges with this 
connection, add “V” to the 
product number, i.e. 779-V.

787 druM GauGE
Provides a visual gauge indicating the chem-
ical content of the drum and is supplied with  
a vented 2” elbow for refilling the drum. The 
gauge is secured to the malleable iron elbow 
with a stainless steel clamp.

ElbOw
Optional vented 2”  
malleable iron elbow with  
a stainless steel clamp.  
(comes with 787 and 810)
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810 druM GauGE
The same as a 779 Drum Gauge, except 
valve nipple is longer to compensate for the 
vented elbow and elbow clamp supplied 
with this unit. The gauge is supplied with a 
vented 2” malleable iron elbow for refilling 
the drum and a test valve for checking the 
pump rate.

779-KS druM GauGE
Is designed to accommodate the mounting of 
some diaphragm operated chemical pumps on 
its side mounted 1/4” mNPT outlet. Use this 
gauge to check the operation of any chemical 
pump.  The valve body has an extra long throat.

trOublEShOOtiNG: the check valve of the chemical pump is not functioning 
properly, the fluid level in the sight tube of the drum gauge will pulsate between pump 
strokes when the valve of the gauge is closed.



MOdEl 929-1-S-Mrh
Same as 929-1-S except with a clear polycarbonate 
sight tube shield with silk screened metric Rate and 
Height scales. Scales are in Centimeters, milliliters 
and Liters Per Day based on a one minute test.

929 PUMP SETTING GAUGE

MOdEl 929-2
Same as 929-1-S except lower gauge connection  
is a 1/4” quick disconnect plug meeting industrial  
interchangeability requirements of mIL-C-4109. 
This allows gauge to be easily moved to various 
quick disconnect coupler locations.

REqUESTED By:                                                                               COmPANy:                                                                                                 

ADDRESS:                                                                   CITy:                                                    STATE:                             zIP:                             

PHONE:                                                          FAX:                                                                EmAIL :                                                                 

Model N umber
929-1-S
929-1-S-mRH
929-1-S6
929-1-S6-mRH

O-ring Seal Material Options other than aflas:
B = Buna-N
E = Ethylene Propylene
V = Fluorocarbon
T = PTFE (Not available on Test Valve) 

929-2
929-2-mRH
1061
2037 

MODEL SPEcIfIcATIONS

ORDERING SYSTEM   
929 Pump Setting Gauges

NEw

ADjUSTABLE 
STEEL GAUGE

MARkERS

MOdEl 929-1-S
Gauge mounts in suction line between reservoir 
and chemical pump and allows you to accurately 
calibrate pump to the desired amount of chemi-
cal to be injected.  It provides a visual indication of  
liquid in the reservoir as well as a rapid means for 
setting the chemical pump.

MOdEl 929-1-S MOdEl 929-1-S-Mrh


